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100%
Recyclable



100% Recyclable 
25% Recycled Material

8000 w/r 8000 8380 w/r 2120

8950 w/r 8950 8700 w/r 8700

8850 w/r 8850 8490 w/r 3070

8300 w/r 8320 8900 w/r 8900

8600 w/r 8600 8230 w/r 8230

8350 w/r 8350 8050 w/r 8200

8450 w/r 8450 8500 w/r 8500

8650 w/r 8650 8800 w/r 8820
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100% Recyclable 
25% Recycled Material

3710 w/r 3710 3800 w/r 3800

3720 w/r 3720 3810 w/r 2610

3730 w/r 5350 3830 w/r 2520

3740 w/r 3740 3820 w/r 2530

3750 w/r 3750 3760 w/r 8440
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100% Recyclable 
25% Recycled Material

9180 w/r 9180 9110 w/r 9110

9080 w/r 9080 9220 w/r 9220

9300 w/r 9300 8580 w/r 8580



100% Recyclable 
25% Recycled Material



Voyager

Maritime

Voyager

PUR

Voyager

PU

Voyager

XL

Voyager

Polysafe Stud Tile

Voyager

MarineSafe

Gauge 1.5mm 1.5mm

2.0mm 2.0mm 2.0mm 2.0mm 2.0mm

3.0mm

Wear Layer
0.55mm – – – – –

Roll Length/coverage – – 2m x 27.5m = 55m2 2m x 27.5m = 55m2 – –

– 2m x 20m = 40m2 2m x 20m = 40m2 2m x 20m = 40m2 – 2m x 20m = 40m2

No of tiles oer box/tile size/coverage 18 @ 305 x 610mm = 3.34m2 20 @ 500 x 500mm = 5m2

36 @ 102 x 914mm = 3.34m2

18 @ 152 x 1219mm = 3.34m2

15 @ 184 x 1219mm = 3.37m2

14 @ 203 x 1219mm = 3.46m2

Product Weight 3520g/m2 3550g/m2 1.5mm 2360g/m2 1.5mm 2360g/m2 4800g/m2 3250g/m2

2.0mm 3200g/m2 2.0mm 3200g/m2

General Performance EN 649/EN ISO 10582 EN 649/EN ISO 10581 EN 649/EN ISO 10581 EN 649/EN ISO 10581 EN 12199 EN 13845

ASTM F1913 ASTM F1913 ASTM F1913

Marine Usage Marine Equipment Directive Conforms Conforms Conforms (2.0mm) Conforms (2.0mm) Conforms Conforms

96/98/EC

SOLAS 74 Conforms Conforms Conforms (2.0mm) Conforms (2.0mm) Conforms Conforms

American Bureau of Shipping Conforms Conforms (2.0mm) Conforms (2.0mm)

US Coast Guard Conforms Conforms Conforms (2.0mm) Conforms (2.0mm) Conforms Conforms

China  Classification Society Approved Approved (2.0mm) Approved (2.0mm)

Class NK Approved Approved Approved (2.0mm) Approved (2.0mm)

Reaction to Fire 95/28/EC Conforms Conforms Conforms

EN 13501-1 Class Bfl-S1 Class Bfl-S1 Class Bfl-S1 Class Bfl-S1 Class Bfl-S1

ASTM E662 <450 <450 <450 <450

ASTM E648 Class 1 Class 1 Class 1 Class 1

IMO MSC 307(88) Annex 1 Part 2 & 5 Pass Pass Pass (2.0mm) Pass (2.0mm) Pass Pass

BS 6853 : 1999 Class 1b (2.0mm) Class 1b (2.0mm)

UIC 564-2 : 1991 Conforms Conforms Conforms

Slip Resistance EN 13893 Class DS Class DS Class DS Class DS Class DS Class DS

AS/NZS 4586 R10 R9 R9 R9 R10

EN 13845  1 ESf

RRL Pendulum Test ≥ 36

(wet test - 4S Rubber/Slider 96)

Surface roughness  Rz ≥20µm

Abrasion Resistance EN 13845 50,000 cycles

EN 649/EN ISO 10581 Group M/ Type II Group M/ Type II Group M/ Type II

EN 649/EN ISO 10582 Group T/Type I

ISO 4649 <250mm3

Indentation-Residual EN 433/EN ISO 24343-1  ≤0.1mm ≤0.1mm ≤0.1mm ≤0.1mm ≤0.25mm ≤0.1mm

Dimensional Stability EN 434/EN ISO 23999 ≤0.25%max. ≤0.4%max. ≤0.4%max. ≤0.4%max. ≤0.4%max. ≤0.4%max.

Flexibility 20mm mandrel Pass

Light Fastness ISO 105-B02  Method 3 ≥6 ≥6 ≥6 ≥6 ≥6 ≥6

Static Load Limit ASTM F970 750 psi (modified) 750 psi (modified) 750 psi (modified) 750 psi (modified)

Resistance To Chemicals  Good Good Good Good Good Good

Environment  2  
100% Recyclable and contains 
40% recycled material

100% Recyclable and contains 
25% recycled material

100% Recyclable and contains 
25% recycled material

100% Recyclable and contains 
25% recycled material

100% Recyclable and contains 
25% recycled material

Maintenance Enhancement Polyurethane surface treatment Polyurethane reinforcement Polyurethane surface treatment Polyurethane surface treatment
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