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FLOORING COLLECTIONS



The Expona Luxury Vinyl Tile Collection 
offers a combination of traditional glue 
down products as well as an adhesive 
free loose lay range. Now over 25 years 
old the Expona brand is internationally 
renowned for quality, reliability 
and style.

The Expona Luxury Vinyl Tile Collection 
is designed to bring style and robust 
performance to high traffic commercial 
interiors in the retail, leisure, office, 
education and healthcare sectors.

Featuring an exciting combination of 
inspiring wood, stone and abstract 
effect designs including parquet, 
painted, mosaic, rustic and metallic 
effects. The Expona LVT Collection can 
be used to create adventurous interior 
schemes featuring bold statement 
flooring designs that tap into the 
latest architectural trends.

All Expona products are enhanced with 
Polyflor PUR, Polyflor’s exclusive and 
robust polyurethane reinforcement 
which is cross linked and UV cured to 
provide superior cleaning benefits and a 
cost effective maintenance regime. 
The Expona Luxury Vinyl Tiles 
Collections contain recycled material 
and are 100% recyclable.

LUXURY VINYL TILE
Flooring Collections



TECHNICAL SPECIFICATIONS
TECHNICAL DATA STANDARDS Expona Design PUR Expona Commercial PUR Expona Bevel Line PUR

Product Format
Gauge ISO 24346 (EN 428) 3.0mm 2.5mm 2.5mm

Wear Layer ISO 24340 (EN 429) 0.70mm 0.55mm 0.55mm

Plank Sizes ISO 24342 (EN 427)

152.4mm x 914.4mm (6” x 36”) 
203.2mm x 1219.2mm (8” x 48”)
184.2mm x 1524mm (7.25” x 60”)
203.2mm x 1524mm (8” x 60”)

101.6mm x 914.4mm (4” x 36”)  
152.4mm x 914.4mm (6” x 36”)
152.4mm x 1219.2mm (6” x 48”)
184.2mm x 1219.2mm (7.244” x 48”)
184.2mm x 1524mm (7.25” x 60”)
203.2mm x 1524mm (8” x 60”)
MIX SIZES

76.2mm x 914.4mm (3” x 36”)
101.6mm x 914.4mm (4” x 36”)
152.4mm x 914.4mm (6” x 36”) 
184.2mm x 1219.2mm (7.25” x 48”)
203.2mm x 1219.2mm (8” x 48”) 

Tile Sizes ISO 24342 (EN 427)

609.6mm x 609.6mm (24” x 24”)
304.8mm x 609.6mm (12” x 24”)
304.8mm x 914.4mm (12” x 36”)
457.2mm x 914.4mm (18” x 36”)
914.4mm x 914.4mm (36” x 36”)
609.6mm x 1219.2mm (24” x 48”)

304.8mm x 914.4mm (12” x 36”)
457.2mm x 914.4mm (18” x 36”)
609.6mm x 609.6mm (24” x 24”)
609.6mm x 1219.2mm (24” x 48”)

457.2mm x 457.2mm (18” x 18”) 
304.8mm x 914.4mm (12” x 36”) 
457.2mm x 914.4mm (18” x 36”)

Total Weight ISO 23997 (EN 430) 5100g/m2 4290g/m2 4290g/m2

Finish PUR PUR PUR

Performance Requirements

General Performance

ISO 10582 (EN 649) Conforms Conforms Conforms

EN 16511 - - -

ASTM F1700 Class III, Type A + B - - -

Use Area ISO 10874 (EN 685) 23, 34, 43 23, 33, 42 23, 33, 42

Slip Resistance

EN 13893 Class DS Class DS Class DS

EN 13845 - - -

DIN 51130 /
DIN EN 16165 Ann. B

R10 R10 R10

RRL Pendulum Test - - -

Surface Roughness - - -

Binder Content ISO 10582 Type I Type I Type I

Abrasion Resistance

EN 649 Group T Group T Group T

EN 13845 - - -

EN 13329 Annex E - - -

Reaction to Fire
EN 13501-1 Class BfI-S1 Class BfI-S1 Class BfI-S1

CAN/ULC S102.2 FSV < 300; SDV < 500 FSV < 300; SDV < 500 FSV < 300; SDV < 500

Static Electrical Propensity EN 1815
as ‘antistatic’ as ‘antistatic’ as ‘antistatic’

Residual Indentation ISO 24343-1 <0.05mm* ≤0.05mm* <0.05mm*

Castor Chair
(continuous use)

ISO 4918 (EN 425) Suitable Suitable Suitable

Sustainability
BRE Green Guide A+ ENP 429 A+ ENP 429 A+ ENP 429

Indoor Air Comfort Gold

FloorScore

AgBB/ABG Pass Pass Pass

Responsible Sourcing
BES 6001 Very Good Very Good Very Good

SA 8000 Approved factory Approved factory Approved factory

Acoustic Performance
Impact Sound Reduction ISO 10140-3 3dB  2dB 2dB  

Sound Transmission Coefficient ASTM E90/492 STC 55 STC 55

Maintenance Performance
Resistance to Chemicals ISO 26987 (EN 423) Good resistance Good resistance Good resistance

Impact Insulation Class ASTM E90/492 IIC 36 IIC 36

STC 55

IIC 36

LUXURY
VINYL TILE

Design PUR 6

10 Commercial PUR

22Bevel Line PUR



Expona Design PUR

Product Format
Gauge ISO 24346 (EN 428)

Wear Layer
2

Finish PUR

Performance Requirements

Use Area 23, 34, 43

Slip Resistance

Class DS

Type I

ASTM E662
ASTM E648 Class 1

Static Electrical 
‘antistatic’

ISO 24343-1

Pass

Performance Requirements (Continued)
Light Fastness

Sustainability

GreenTag GreenRate level A

REACH

Pass

Maintenance Performance

184.2mm x 1524mm

9041 LRV 

Parkside Oak 9039 LRV 31

9042 LRV 22

9038 LRV 

Sepia Medley 9127 LRV 

9126 LRV 48

9125 LRV 

203.2mm x 1219.2mm

6179 LRV 23

6146 

152.4mm x 914.4mm

6182 

203.2mm x 1524mm

9048* LRV 

9047* LRV 

9049* LRV 

9051* LRV 

EN 14041BS EN 14041

EXPONA DESIGN PUR6

Format Size Shades Quantity CoverageFormat Size Shades Quantity Coverage

Tile

Plank

152.4mm x 914.4mm
(6” x 36”)

2 48 3.34m²
(35.951 ft) 

203.2mm x 1219.2mm
(8” x 48”)

6 36 3.46m²
(37.243 ft) 

184.2mm x 1524mm
(7.25” x 60”)

2 36 3.37m²
(36.274 ft) 

203.2mm x 1524mm
(8” x 60”)

5 15 3.41m²
(36.704 ft) 

609.6mm x 609.6mm
(24” x 24”)

3 9 3.34m²
(35.951 ft) 

304.8mm x 609.6mm
(12” x 24”)

3 18 3.34m²
(35.951 ft) 

304.8mm x 914.4mm
(12” x 36”)

2 12 3.34m²
(35.951 ft) 

457.2mm x 914.4mm
(18” x 36”)

1 8 3.34m²
(35.951 ft) 

914.4mm x 914.4mm
(36” x 36”)

3 6 5.01m²
(53.927 ft) 

609.6mm x 1219.2mm
(24” x 48”)

4 6 4.46m²
(48.007 ft) 

Acoustic Performance

Impact Sound Reduction

Sound Transmission Coefficient

Impact Insulation Class

ISO 10140-3

ASTM E90/492

ASTM E90/492

3dB

STC 55

IIC 36

FLOORING COLLECTIONS 7



Atlantic Slate 7154 | Parkside Oak 9039

Natural Brushed Oak 6179 Mango Oak 9042Silverline Slate 9145 | Charcoal Slate 9146



Expona Commercial PUR

EXPONA COMMERCIAL PUR FLOORING COLLECTIONS 1110

Format Size Shades Quantity Coverage

Plank

2 36 = 35.951 ft² = 35.951 ft²

= 35.951 ft²

= 35.951 ft²

= 64.045 ft²

= 35.951 ft²

= 35.951 ft²

= 35.951 ft²

= 36.274 ft²

= 36.274 ft²

= 36.704 ft²

= 37.243 ft²

2

36 2

6 24 2

8 18 2

6 2

12 2

14 2

11 2

Format Size Shades Quantity Coverage

Tile

4 12 2

4 8 2

13 2

8 8 2

Product Format
Gauge ISO 24346 (EN 428)

Wear Layer
2

Finish PUR

Performance Requirements

Use Area 23, 33, 42

Slip Resistance

Class DS

Type I

ASTM E662
ASTM E648 Class 1

Static Electrical 
‘antistatic’

ISO 24343-1

Pass

Performance Requirements (Continued)

Light Fastness

Sustainability

GreenTag GreenRate level A

REACH

Pass

Maintenance Performance

Expona Commercial PUR EN 14041BS EN 14041

Classic Oak 1902 LRV 

 4109 LRV 

101.6mm x 914.4mm

609.6mm x 609.6mm

Oiled Oak Versailles 4129 
LRV 28

 4124 
LRV 

Everglade Oak Versailles 4127 
LRV 

 4119 
LRV 21

 4118 
LRV 

 4117 
LRV 22

152.4mm x 609.6mm

French Vanilla Oak Parquet 4122  
LRV 38

 4121 
LRV 18

Oiled Oak Parquet 4128 
LRV 28

 4123 
LRV 

Everglade Oak Parquet 4126 
LRV 

152.4mm x 914.4mm

White Oak 4037  LRV 

 4033  LRV 

 4017  LRV 34

 4034  LRV 

 4019  LRV 13

 4035  LRV 

101.6mm x 914.4mm (4” x 36”)

152.4mm x 609.6mm (6” x 24”)

152.4mm x 914.4mm(6” x 36”)

152.4mm x 1219.2mm (6” x 48”)

184.2mm x 1219.2mm (7.244” x 48”)

184.2mm x 1524mm (7.244” x 60”)

203.2mm x 1219.2mm (8” x 48”)

203.2mm x 1524mm (8” x 60”)

304.8mm x 914.4mm (12” x 36”)

457.2mm x 914.4mm (18” x 36”)

609.6mm x 609.6mm (24” x 24”)

609.6mm x 1219.2mm (24” x 48”)

Acoustic Performance

Impact Sound Reduction

Sound Transmission Coefficient

Impact Insulation Class

ISO 10140-3

ASTM E90/492

ASTM E90/492

2dB

STC 55

IIC 36



Expona Commercial PURExpona Commercial PUR

EXPONA COMMERCIAL PUR FLOORING COLLECTIONS 1312

203.2mm x 1524mm

 4104 LRV 33

 4103 LRV 36

 4106 LRV 

 4116 LRV 22

Vineyard Oak 4136 LRV 

 4113 LRV 21

 4069 LRV 

152.4mm x 1219.2mm

 4071 LRV 36

Light Classic Oak 4085 LRV 33

 4086 LRV 23

 4087 LRV 22

Dark Classic Oak 4088 LRV 16

Grey Ash 4020 LRV 28

 4022 LRV 

203.2mm x 1219.2mm

 4082 LRV 

 4014 LRV 

 4081 LRV 34

 4031 LRV 26

Antique Oak 4016 LRV 16

 4083 LRV 11

 4030 LRV 

184.2mm x 1524mm

 4107 LRV 

Everest Oak 4134 LRV 

 4108 LRV 38

 4078 LRV 

French Vanilla Oak 4058 LRV 38

 4057 LRV 18

Wild Orchard Oak 4114 LRV 22

184.2mm x 1219.2mm

Una White Oak 4132 LRV 48

 4079 LRV 

Everglade Oak 4101 LRV 

 4099 LRV 

Oiled Oak 4098 LRV 28

Wilder Oak 4133 LRV 



Weathered Country Plank 4019

Blond Country Plank 4017 | Smoked Beam 4033 Light Classic Oak 4085Sherwood Oak 4099 | Sherwood Oak Versailles 4124



Expona Commercial PURExpona Commercial PUR

EXPONA COMMERCIAL PUR FLOORING COLLECTIONS 1716

304.8mm x 914.4mm

 5058 LRV 

 5057 LRV 

India Ink Slate 5056 LRV 6

 5046 LRV 

609.6mm x 609.6mm

 5067 LRV 34

 5064 LRV 22

 5069 LRV 14

 5068 LRV 23

 5094 LRV 

 5077 LRV 16

 5095 LRV 8

457.2mm x 914.4mm

 5099 LRV 

Industrial Steel 5101 LRV 18

 5102 LRV 

Rusted Metal 5098 LRV 16

203.2mm x 1524mm

Light Triassic 5119 LRV 

Grey Triassic 5121 LRV 46

 5118 LRV 16

 5117 LRV 



Expona Commercial PUR

EXPONA COMMERCIAL18

609.6mm x 1219.2mm

 5034 LRV 34

 5123 LRV 31

 5125 LRV 

 5127 LRV 

 5035 LRV 33

 5124 LRV 26

 5126 LRV 13

 5128 LRV 33

Expona Commercial PUR

 Cool Grey Concrete 5068



Granite Mosaic 5095

Light Grey Concrete 5067 Urban Slate 5057Artic Mosaic 5094 | Granite Mosaic 5095



Expona Bevel Line PUR

Product Format
Gauge ISO 24346 (EN 428)

Wear Layer
2

Finish PUR

Performance Requirements

Use Area 23, 33, 42

Slip Resistance

Class DS

Type I

ASTM E662
ASTM E648 Class 1

Static Electrical 
‘antistatic’

ISO 24343-1

Pass

Performance Requirements (Continued)
Light Fastness

Sustainability

REACH

Pass

Maintenance Performance

76.2/101.6/152.4mm x 914.4mm

Planks are supplied in 3 widths,
(

2816 LRV 31 Enriched Variety Oak 2815 LRV 22

76.2mm x 914.4mm

2813 LRV 34

Rich Native Oak 2814 

101.6mm x 914.4mm

Grey Ash 2998 

Light Oak 2971 

2974 

Rich Oak 2975 

French Nut Tree 2976 LRV 16

2999 LRV 14

203.2mm x 1219.2mm

2823 

2824 

2825 LRV 22

184.2mm x 1219.2mm

Ashen Oak 2818 LRV 33

2819 

Greenwich Oak 2821 LRV 22

Scandinavian White Oak 2817 LRV 48

Stained Heart Pine 2822 LRV 11

EN 14041BS EN 14041

EXPONA BEVEL LINE PUR FLOORING COLLECTIONS 2322

Format Size Shades Quantity CoverageFormat Size Shades Quantity Coverage

Tile

Plank

76.2mm x 914.4mm
(3” x 36”)

2 48 3.34m²
(35.951 ft) 

101.6mm x 914.4mm
(4” x 36”)

6 36 3.34m²
(35.951 ft) 

152.4mm x 914.4mm
(6” x 36”)

2 36 3.62m²
(38.965 ft) 

184.2mm x 1219.2mm
(7.25” x 48”)

5 15 3.37m²
(36.274 ft) 

3 14 3.46m²
(37.243 ft) 

457.2mm x 457.2mm
(18” x 18”)

3 16 3.34m²
(35.951 ft) 

304.8mm x 914.4mm
(12” x 36”)

3 12 3.34m²
(35.951 ft) 

457.2mm x 914.4mm
(18” x 36”)

3 8 3.34m²
(35.951 ft) 

Acoustic Performance

Impact Sound Reduction

Sound Transmission Coefficient

Impact Insulation Class

ISO 10140-3

ASTM E90/492

ASTM E90/492

2dB

STC 55

IIC 36



Boardwalk Variety Oak 2816

English Brushed Oak 2824 Stained Heart Oak 2822Ashen Oak 2818



304.8mm x 914.4mm

 2829 LRV 43

 2831 LRV 

 2832 LRV 31

457.2mm x 914.4mm

 2826 LRV 

 2827 LRV 

 2828 LRV 

457.2mm x 457.2mm

 2981
LRV 

 2987
LRV 

 2989
LRV 14

Expona Bevel Line PURExpona Bevel Line PUR

EXPONA BEVEL LINE PUR26 Grey Tumbled Stone 2831



Weathered Concrete 2828

Bowden Grey Slate 2832 Venetian Marble 2826 | Soho Marble 2827Weathered Concrete 2828



TECHNICAL DATA STANDARDS Expona Simplay PUR Expona Simplay 19dB PUR
Expona EnCore 
Rigid Loc PUR

Product Format
Gauge ISO 24346 (EN 428) 5.0mm 5.0mm 6.5mm

Wear Layer ISO 24340 (EN 429) 0.70mm 0.55mm 0.55mm

Plank Sizes ISO 24342 (EN 427) 177.8mm x 1219.2mm 
185mm x 1505mm 177.8mm x 1219.2mm 177.35mm x 1212.4mm

196.4mm x 1212.4mm

Tile Sizes ISO 24342 (EN 427)

177.8mm x 1219.2mm 
304.8mm x 609.6mm
600mm x 600mm
914.4mm x 914.4mm

600mm x 600mm -

Total Weight ISO 23997 (EN 430) 8000g/m2 6380g/m2 10,800g/m2

Finish PUR PUR PUR

Performance Requirements

General Performance

ISO 10582 (EN 649) Conforms - -

EN 16511 - - Conforms

ISO 11638 (EN 651) Conforms

ASTM F3621 - - Conforms

Use Area ISO 10874 (EN 685) 23, 34, 43 23, 33, 42 23, 34

Slip Resistance

EN 13893 Class DS Class DS Class DS

EN 13845 - - -

DIN 51130 /
DIN EN 16165 Ann. B

R10 R10 R10

RRL Pendulum Test - - -

Surface Roughness - - -

Binder Content ISO 10582 Type I Type I Type I

Abrasion Resistance

EN 649 Group T Group T Group T

EN 13845 - - -

EN 13329 Annex E - - > 4000 cycles, Type 1

Reaction to Fire
EN 13501-1 Class BfI-S1 Class BfI-S1 Class BfI-S1

CAN/ULC S102.2 FSV < 300; SDV < 500 FSV < 300; SDV < 500 FSV < 300; SDV < 500

Static Electrical Propensity EN 1815
as ‘antistatic’ as ‘antistatic’

-

Residual Indentation ISO 24343-1 ≤0.10mm* ≤0.20mm* <0.10mm

Castor Chair
(continuous use)

ISO 4918 (EN 425) Suitable Suitable Suitable

Sustainability
BRE Green Guide A+ Generic A+ Generic -

Indoor Air Comfort Gold

FloorScore

Meets requirements Meets requirements

AgBB/ABG Pass Pass Pass

Responsible Sourcing
BES 6001 - - -

SA 8000 - - Approved factory

Acoustic Performance
Impact Sound Reduction ISO 10140-3 8dB 19dB 19dB 

Maintenance Performance
Resistance to Chemicals ISO 26987 (EN 423) Good resistance Good resistance Good resistance

LUXURY
VINYL TILE
(LOOSE LAY)

TECHNICAL SPECIFICATIONS

Simplay 19dB PUR 38

Simplay PUR 32

42EnCore Rigid Loc PUR



Expona Simplay PUR

177.8mm x 1219.2mm

White Ash 2574  

White Rustic Pine 2513 LRV 41

Natural Wild Oak 2571 

2506 

Natural Rustic Pine 2514 LRV 22

2572 LRV 26

2507 LRV 36

2503 LRV 34

Light Cherry 2501  LRV 26

Natural Ash 2511  LRV 22

 2570 LRV 12

Rich Walnut 2504 LRV 6

2505 LRV 11

Grey Ash 2512 LRV 28

Light Grey Fineline 2509 LRV 23

Dark Grey Fineline 2510 LRV 12

2573 

185mm x 1505mm

Light Classic Oak 2520 

2521 

2577 

2578 

2575 LRV 34

2519 

2576 

2518 LRV 16

EN 14041BS EN 14041

EXPONA SIMPLAY PUR FLOORING COLLECTIONS 3332

Product Format
Gauge ISO 24346 (EN 428)

Wear Layer
2

Finish PUR

Performance Requirements

Use Area 23, 34, 43

Slip Resistance

Class DS

Type I

ASTM E662
ASTM E648 Class 1

Static Electrical 
‘antistatic’

ISO 24343-1

Pass

Performance Requirements (Continued)

Light Fastness

Sustainability
A+ Generic

REACH

Pass

Maintenance Performance

Expona Simplay PUR

Format Size Shades Quantity CoverageFormat Size Shades Quantity Coverage

Tile

Plank

177.8mm x 1219.2mm
(7” x 48”)

17 10 2.17m²
(23.357 ft) 

185mm x 1505mm
(7.283” x 59.25”)

8 8 2.23m²
(24.000 ft) 

177.8mm x 1219.2mm
(7” x 48”)

4 10 2.17m²
(23.357 ft) 

304.8mm x 609.6mm
(12” x 24”)

2 10 1.86m²
(20.020 ft) 

600mm x 600mm
(23.622” x 23.622”)

6 6 2.16m²
(35.951 ft) 

914.4mm x 914.4mm
(36” x 36”)

3 4 3.34m²
(35.951 ft) 

Acoustic Performance

Impact Sound Reduction

Sound Transmission Coefficient

Impact Insulation Class

ISO 10140-3

ASTM E90/492

ASTM E90/492

8dB

STC 55

IIC 46



White Ash 2574 | Black Ash 2573

 Dark Country Oak 2505 Natural Wild Oak 2571American Oak 2503



304.8mm x 609.6mm

2583  2582  

914.4mm x 914.4mm

2580
LRV 46

2581

2579

177.8mm x 1219.2mm

2585   

2584   
LRV 34

2589   
LRV 22

Taupe Textile 2588   
LRV 22

2586
LRV 33

2567  
LRV 34

2566  
LRV 18

2569  
LRV 13

2587  
LRV 13

600mm x 600mm

2568  
LRV 23

EXPONA SIMPLAY PUR36

Warm Grey Concrete 2568 | eige Mono 2580

Light Mono 2579 | Black Slate 2582  Light Grey Concrete 2567



Expona Simplay 19dB PUR EN 14041BS EN 14041

EXPONA SIMPLAY 19DB PUR FLOORING COLLECTIONS 3938

Expona Simplay 19dB PUR 

177.8mm x 1219.2mm
7” x 48”

White Rustic Pine 9067 LRV 41

9063 LRV 40

Natural Rustic Pine 9068 
LRV 22

9064
 

LRV 36

9062
 

LRV 34

9061 
 

LRV 26

Natural Ash 9065 

 

LRV 22

9066

 

LRV 28

600mm x 600mm

9070  
LRV 34

9069  
LRV 18

9072  
LRV 13

9071  
LRV 23

Plank & Tile Sizes
Format Size Shades Quantity

per Box
Coverage
per Box

Plank 177.8mm x 1219.2mm 8 10 2.17m2

Format Size Shades Quantity
per Box

Coverage
per Box

Tile 600mm x 600mm 4 6 2.16m2

Product Format
Gauge ISO 24346 (EN 428) 5.0mm

Wear Layer ISO 24340 (EN 429) 0.55mm

Total Weight ISO 23997 (EN 430) 6380g/m2

Finish PUR

Performance Requirements
General Performance ISO 11638 (EN 651) Conforms

Use Area ISO 10874 (EN 685) 23, 33, 42

Slip Resistance

EN 13893
DIN 51130 / DIN EN 
16165 Ann. B
AS 4586 Appendix D
ASTM D2047

Class DS
R10
R10
SCOF ≥0.5

Binder Content ISO 10582 Type I

Abrasion Resistance EN 649 Group T

Reaction to Fire

EN 13501-1
ASTM E648
AS ISO 9239-1
CAN/ULC S102.2

Class CfI-S1
Class 1
>4.5 kW/m2
FSV < 300; SDV < 500

Static Electrical 
Propensity

EN 1815
‘antistatic’

Residual Indentation
ISO 24343-1 (EN 433)
ASTM F970
ASTM F1914

≤0.20mm*
≤0.018” @ 750psi
≤0.019”

Castor Chair
(continuous use)

ISO 4918 (EN 425) Suitable

Dimensional Stability
ISO 23999 (EN 434)
ASTM F2199

≤0.25%
Pass

Flexibility ASTM F137 1” - Pass

*Average test value from current production.

Performance Requirements (Continued)
Suitable, max 27°C

Light Fastness ISO 105-B02 (Method 3) ≥6

Resistance to Light ASTM F1515 ∆E ≤ 8.0 - Meets

Resistance to Heat ASTM F1514 ∆E ≤ 8.0 - Meets

Sustainability
BRE Green Guide A+ Generic

Available

Recyclable & Reusable 100%

Recycled Content 17%

REACH Compliant

Indoor Air Comfort Gold

FloorScore

AgBB/ABG Pass

Acoustic Performance
Impact Sound Reduction ISO 10140-3 19dB

Sound Transmission 
ASTM E90/492 STC 55

Impact Insulation Class ASTM E90/492 IIC 56

IXPE Acoustic Layer 1.0mm

Maintenance Performance

Resistance to Chemicals
ISO 26987 (EN 423)
ASTM F925

Good resistance
Good resistance

Regular light maintenance is more cost-effective than periodic heavy maintenance 



Grey Country Oak (19dB) 9063

American Oak (19dB) 9062 White Rustic Pine (19dB)Natural Rustic Pine (19dB) 9068



Expona EnCore Rigid Loc PUR

196.4mm x 1212.4mm

 9033 LRV 28 

 9034 LRV  

 9035 LRV  

 9036 LRV 26 

Shingle Oak 9037 LRV 22 

177.35mm x 1212.4mm

Icelandic Oak 9025 LRV 34 

 9026 LRV 33 

Rice Wine Oak 9028 LRV 43 

Eden Ash 9027 LRV 23 

 9029 LRV 23 

 9031 LRV 16 

Tennessee Oak 9032 LRV  

Expona EnCore Rigid Loc PUR

EN 14041BS EN 14041

EXPONA ENCORE RIGID LOC PUR FLOORING COLLECTIONS 4342

Product Format
Gauge ISO 24346 (EN 428)

Wear Layer

2

Finish PUR

Performance Requirements

ASTM F3621

Use Area 23, 34

Slip Resistance
Class DS

Type I

ASTM E662
ASTM E648 Class 1

ISO 24343-1

Pass
2

Performance Requirements (Continued)

Light Fastness

Furniture Leg Pass

Swelling EN ISO 24336

Sustainability

REACH

Pass

Maintenance Performance

Format Size Shades Quantity Coverage

Plank

177.35mm x 1212.4mm
(6.982” x 47.732”)

17 10 2.157m²
(23.142 ft) 

196.4mm x 1212.4mm
(7.732” x 47.732”)

8 8 2.14m²
(23.034 ft) 

Acoustic Performance

Impact Sound Reduction

Impact Sound Transmission Reduction 

Impact Transmission Coefficient

Impact Insulation Class

ISO 10140-3

ASTM E2179

ASTM E90/492

19dB

Delta IIC 23

STC 54

ASTM E90/492 IIC 55



Parisian Limed Oak 4156

Grey Flagstone 4165 Astoria Oak Herringbone RPQ4147Westchester Oak PLK4141



LUXURY
VINYL TILE
(SLIP RESISTANT)

LUXURY
VINYL TILE
(SLIP RESISTANT)

Expona Control PUR 48



152.4mm x 914.4mm

6506 LRV 23

White Oak 6505 LRV 486500 LRV 31

7500 7502
LRV 44

7503 7504
LRV 21

7501

6501 LRV 28

Nut Tree 6502 

Classic Oak 6503 LRV 23

6504 LRV 11

457.2mm x 457.2mm

7506 LRV 33 7507 LRV 24

304.8mm x 609.6mm

Expona Control PUR

Expona Control PUR EN 14041BS EN 14041

EXPONA CONTROL PUR FLOORING COLLECTIONS 4948

Product Format
Gauge ISO 24346 (EN 428)

Wear Layer
2

Finish PUR

Performance Requirements

Use Area 23, 34, 43

Enhanced
Slip Resistance

Type I

ASTM E648 Class 1

2

Static Electrical 
‘antistatic’

ISO 24343-1

Light Fastness

use)

Sustainability

REACH

Pass

Maintenance Performance

Format Size Shades Quantity CoverageFormat Size Shades Quantity Coverage

Tile
Plank 152.4mm x 914.4mm

(6” x 36”)
7 24 3.34m²

(35.951 ft) 
304.8mm x 609.6mm
(12” x 24”)

2 18 3.34m²
(35.951 ft) 

457.2mm x 457.2mm
(18” x 18”)

5 16 3.34m²
(35.951 ft) 

Acoustic Performance

Impact Sound Reduction ISO 10140-3 2dB



Classic Oak 6503

 Portland Stone 7500 Light Elm 6506 Classic Limestone 7501



HETEROGENOUS
FLOORING
HETEROGENOUS
FLOORING

Expona Flow PUR 54



Expona Flow PUR EN 14041BS EN 14041

EXPONA FLOW PUR FLOORING COLLECTIONS 5554

Honey Beige 9869 9863 Espresso 9867 Autumn Rain 9864 Firelight 9868

Blond Oak 9820
plank size in sheet: 

Aged Oak 9824
plank size in sheet: 

Grey Weathered Chevron 9829
plank size in sheet: 

Golden Pine 9838
plank size in sheet: 

Sun Bleached Oak 9825
plank size in sheet: 

Silver Oak 9826
plank size in sheet: 

Warm Limed Ash 9832
plank size in sheet: 

Bronzed Pine 9835
plank size in sheet: 

Honey Oak 9821
plank size in sheet: 

Smoked Oak 9827
plank size in sheet: 

Reclaimed Chevron 9830
plank size in sheet: 

White Pine 9834
plank size in sheet: 

English Oak 9823
plank size in sheet: 

Painted Chevron 9828
plank size in sheet: 

Roasted Limed Ash 9831
plank size in sheet: 

Silvered Pine 9836
plank size in sheet: 

Toasted Oak 9822
plank size in sheet: 

Classic Limed Ash 9833
plank size in sheet: 

Blond Pine 9839
plank size in sheet: 

Charcoal Pine 9837
plank size in sheet: 

Expona Flow PUR

Product Format
Gauge ISO 24346 (EN 428) 2.0mm

Wear Layer ISO 24340 (EN 429) 0.70mm

Total Weight ISO 23997 (EN 430) 2660g/m2

Finish

Performance Requirements

General Performance
ISO 10582 (EN 649)
ASTM F1303

Conforms
Type I, Grade I,
Class B Backing

ISO 10874 (EN 685) 23, 34, 43

Slip Resistance

EN 13893
DIN 51130 /
DIN EN 16165 Ann. B
AS 4586
ASTM D2047

Class DS
R10

R10

Binder Content ISO 10582 Type I

EN 649 Group T

Reaction to Fire ASTM E648 Class 1

Static Electrical 
Propensity

EN 1815
‘antistatic’

Residual Indentation
ASTM F1914

Castor Chair
(continuous use)

ISO 4918 (EN 425)

ISO 23999 (EN 434)

ISO 24344 (EN 435) 
ASTM F137

(Method A) Pass 20mm ø

Light Fastness

Resistance to Light ASTM F1515

Resistance to Heat ASTM F1514

Sustainability
BRE Green Guide A+ ENP 415

GreenTag LCA Rate Gold Plus GreenRate level A

Generic EN 15804 EPD

100%

Recycled Content 10%

REACH Compliant

Indoor Air Comfort Gold

FloorScore

AgBB/ABG Pass

BES 6001

Maintenance Performance

Resistance to Chemicals
ISO 26987 (EN 423)
ASTM F925

Good resistance
Good resistance

recommended maintenance procedures and approved maintenance products.
The implementation of an effective cleaning regime is the most important defence 
against infection.

Hygiene
Bacterial Resistance ISO 846 Part C Does not favour growth

Sheet Size
Format Size Shades Coverage

Sheet 50 40m
(47.834 yds)

22m x 20m
(2.187 yds x 21.872 yds)

Acoustic Performance

Impact Sound Reduction ISO 10140-3 8dB



Painted Chevron 9828

Grey Flagstone 4165 Astoria Oak Herringbone RPQ4147Aged Oak 9824



Light Industrial Concrete 9860

Onyx Ornamental 9862 Light Grey Concrete 9858Light Grey Concrete 9858 | Warm Concrete 9855



 

6160

All you need to know Let us help you

Mid:

Quartz

Light
:

Smokest
one

Dark:
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Our history

was originally a textile company based 

when it pioneered the development of 

Responsible sourcing

manufacturer to be awarded BES 6001 

Excellent rating. This is a recognised 

proves that a manufacturer is using 
materials that have been responsibly 
sourced and acts responsibly.

Flooring when you need it

facilities and commitment to holding large 

to orders and offer faster lead times for 

readily available worldwide through our 
wide network of supporting agents and 
wholesale partners.

Commitment
to our supply chain
With ISO 9001 Quality Management and 

ensured. We test our products to a wide 

up their performance.

Product innovation

products and technologies. Recent launches 
include a non-directional homogeneous sheet 
collection that keeps waste to a minimum 
and loose lay adhesive-free safety sheet and 

turnaround projects.

Recycling vinyl

industry’s leading vinyl take back scheme 
for waste vinyl off-cuts and smooth 

Help is here

provide comprehensive support to our 
customers. We are ready to assist with 

ongoing maintenance.

To encourage best practice throughout 

purpose-built facility. For more info contact 

Design service
Our designers can provide visuals 
and advise colours and product 
choices when you’re looking to 

We offer the precision and the 

produce any design you require.

Free samples
To request free individual product 

and follow the link to Samples. 

on (905) 364-3000

Low maintenance

reinforcement is cross linked and UV 

appearance retention and superior 

environmentally friendly maintenance 
regime. For further in-depth and tailored 

BIM objects

product ranges are now available as 
Building Information Modelling (BIM) 
objects.
These objects can be downloaded free 
of charge from the NBS National BIM 
Library or  and
www.bimobject.com

www.polyflor.ca

EXPONA LUXURY VINYL TILE FLOORING COLLECTIONS



www.polyflor.ca

3209 Orlando Dr, Mississauga, Ontario
L4V 1C5, Canada

Tel: (905) 364-3000
E-mail: sales@polyflor.ca

POLYFLOR CANADA INC.

POLYFLOR TM   INTERNATIONAL

Australia
Polyflor Australia
Tel: 1800 777 425
Email: sales@polyflor.com.au

Canada
Polyflor Canada Inc.
Tel: +1 905 364 3000
Email: sales@polyflor.ca

China
Polyflor Hong Kong O/B Polyflor Ltd.
Tel: +(852) 2865 0101
Email: info@polyflor.com.hk

Colombia
Polyflor Ltd. (LATAM Office)
Tel: +57 3223082375
Email: info@polyflor.com

France
James Halstead France SAS
Tel: +33 (0)8 20 20 32 11
Email: info@jhfrance.fr

Germany
objectflor Art und Design Belags GmbH
Tel: +49 (0) 2236 966 330
Email: info@objectflor.de

India
Polyflor India Pvt Ltd.
Tel: +91 22 4023 2485
Tel: +91 22 4023 2486
Email: info@polyflor.co.in

Ireland
Polyflor Ireland
Tel: +353 (1) 864 9304
Email: salesireland@polyflor.com

Malaysia
Polyflor Martex
Tel: 1300 80 7788
Email: sales@polyflor.com.my

Middle East
Polyflor FZE
Tel: +971 50 406 8114
E-mail: aelwakil@polyflorfze.ae

New Zealand
Polyflor New Zealand Ltd.
Tel: 0800 765 935
Tel: +64 9 269 1111
Email: sales@polyflor.co.nz

Norway
Polyflor Nordic
Tel: +47 23 00 84 00
Email: firmapost@polyflor.no

Spain
Polyflor Ltd.
Tel: +34 619 949 054
Email: info@polyflor.com

Sweden
Polyflor Nordic Sweden AB
Tel: +46 (0) 300 15820
Email: info@polyflor.se


